SAHN WARD BrRAFF COSCHIGNANO PLLC
ATTORNEYS AT LAW
THE OMNI
333 EARLE OVINGTON BOULEVARD
SUITE 601
UNIONDALE, NEW YORK 11553

TELEPHONE: (516) 228-1300
TELECOPIER: (516) 228-0038
E-MAIL: INFO@SAHNWARD.COM

MICHAEL H. SAHN, ESQ. WWW.SAHNWARD.COM
Co-Managing Member

msahn@sahnward,com
March 14, 2025

VIA FEDERAL EXPRESS

Sandra Albro

Village Clerk

Incorporated Village of Old Brookville
201 McCouns Lane

Old Brookville, New York 11545

Re:  Application to Subdivide the Property Located at 32 Oak Lane,
Old Brookville, New York 11545

Dear Ms. Albro:

[ am writing to follow-up on the Planning Board’s request for additional documentation
for the subdivision application.

Enclosed please find ten (10) copy sets of the following documents for the Members of
the Planning Board and the Village’s consultants:

1. Letter from the Department of Transportation, dated March 15, 2023, to LiRo
Engineers, Inc. regarding review the application for a NYSDOT Highway Work
Permit; and

2. Letter in response to the Department of Transportation, dated December 23, 2024,
enclosing the Overall Site Plan.

NEW YORK CITY OFFICE » THE CHRYSLER BUILDING ¢ 405 LEXINGTON AVE. 26TH FL., NEW YORK, NY 10174 TELEPHONE (212) 829-4375
SUFFOLK OFFICE * 1300 VETERANS MEMORIAL HIGHWAY, SUITE 100, HAUPPAUGE, NY 11788 TELEPHONE (631) 203-4800



SAHN WARD BRAFF COSCHIGNANO PLLC

Sandra Albro, Village Clerk
Incorporated Village of Old Brookville
March 14, 2025

Page 2

Please let me know any other submission requirements for the Planning Board to review
and consider the Application.

Sincerely,

'L C{. et 1 —_—
Michael H. Sahn

MHS/nl
Enclosures
cc:  John M. Chase, Esq. (w/enclosures)



Department of
Transportation

f NEW YORK
STATE OF
OPPORTUNITY.

KATHY HOCHUL
Governor

MARIE THERESE DOMINGUEZ

Commissloner

RICHARD B. CAUSIN, P.E.
Reglonal Director

March 15, 2023

Lawrenée Kuo

Liro Engineers,inc
235 E Jerico Turnpike
Mineola, NY 11501

1.

Grandville Gardens 32 Oak Lane
and Cedar Swamp Road

NY107, Old Broakville

NCTM 22 F2 00050

NYSDOT Case No. 103482

Dear Mr. Kuo:

This is regarding the concept plan for the referenced project which were submitted

to us for review, along with your application for NYSDOT Highway Work Permit (HWP).

Prior to approval of site wark within the State right-of-way (ROW) and issuance of

a NYSDOT HWP, the following items must be addressed:

Show and labefall existirig conditions along the State highway, such as sidewalk,

curb, pavement markings, ufilities. (UG and OH}), drainage structure, and other

appurtenances. Add applicable dimensions.

Show restoration details: for features that may be disturbed due fo contractor's

operations e.g. pavement, curb, sidewalk, and pedéstrian ramps, ete. All work in
the State Right of Way shall be ADA comphant and referenced to NYSDOT

speécifications, item numbers-and Standard Sheets.

New driveways shall comply with ADA requiremients, incliiding cross slope. Refer

to NYSDOT Standard Sheet 668-03 Residential & Minor Commercial Driveways

and choose which driveway type best suits the site. Provide applicable NYSDOT
Driveway Type number, detalls, and nofes on the plans.

https:/fwww.dot.ny. ov/main/business-center/engineering/cadd-
info/drawings/standard- sheets-us-repository/608-03 050120.pdf

Sidewalk typical section and details should refer and follow NYSDOT standard



10.

1.

12,

13.

14.

1§6.

16.
17.

sheet 608.01 pedestrian facilities.

Show driveway profile and on-site elevations, including elevations at the highway
right-of-way lines. The high point of the driveway should be located at the property
line. All drainage must be contained on site: we do not allow runoff from private
property onto public roads.

Indicate ground water table. Include drainage calculations in plans and provide
details for proposed retention system verifying that all drainage is contained onsite.

Curb ramp details should refer and follow NYSDOT Region 10 curb ramp detail
sheets (CRD-1 to CRD-10) and also NYSDOT standard sheet 608.01 pedestrian
facilities.

Provide appropriate sighage and pavement markings at the site driveway.

Provide pavement restoration detail that should refer and follow NYSDOT Region
10 Pavement Repair Details (DWG No.'s PR-1A to PR-10)

Provide landscaping plan with native plants.

Provide Erosion and Sediment control plans in accordance with Standard Sheets
209,

A Work Zone Traffic Control plan must be provided for work in the right of way, in
accordance with National Manual of Uniform Traffic Control Devices along with
NYS Supplement (MUTCD). The plan must include a note:

‘All lanes must be open to traffic before 10-AM and after 3 PM. No lane closings
are permitted on weekends or holidays. Nighttime lane closings will not be
permitted without prior approval from the State Permit Inspector'.

Accommodate pedestrians on site during construction, with a 5' wide ADA
compliant passage, so that they don't have to cross travel lanes of traffic.

Label any utilities proposed within the State Right of Way as; ‘By others, under
separate Utility Highway Work Permit from NYSDOT'. This label should be added
where proposed utility work is shown in the plans.

Provide a list of all NYSDOT item numbers to be used within the State Right of
Way.

Update revision tables on the plan sheets.
Add following notes to the plans, together in one group.

a. Before construction, the contractor shall coordinate with State Permit
Engineer regarding appropriate location for snow stakes sleeves.

250 Veterans Memorial Highway — Suite 6A-7, Hauppauge, NY 11788 | www.dot.ny.gov



[y w—
. »

3= F

After construction, sidewalks and ramps must be evaluated for compliance
with current ADA standards. The permittee or his designated “designer of
record” shall field verify that the pedestrian features (ramps, sidewalk, etc.)
were constructed to current ADA standards outlined in NYSDOT Specs
Section 608 and related Standard Sheets. Submit required documentation
to the State Permit Engineer before the work can be accepted as complete
and the permit be closed. The features that do not comply with ADA
requirements upon completion will require removal and recanstruction.
The contractor shall clean existing drainage basins along and immediately
adjacent to the NY site frontage during and after construction as ordered by
the State engineer.

Repair existing shoulder, sidewalk and curbing as ordered by State
Engineer.

Any sidewalk panels or connecting pavement that have settled with a
greater than %" lip or crack over 1/2" wide shall be replaced to meet ADA
requirements.

Construction materials and equipment should be removed from the
NYSDOT ROW at the end of each workday. Materials allowed to remain on
site must be stored outside the vehicle clear zone.

Removal of the existing concrete curb should be done from the back side
to minimize any damage to the existing pavement. This involves pulling the
curb out from the back and pouring new curb up against the existing
pavement.

All new or relocated signposts must be installed in PVC sleeves.
Pavement restoration shall be in kind. Composite pavement restoration
shall be taken to existing longitudinal joint. If any damage occurs to concrete
panel, the contactor will be responsible to replace the whole panel.
Minimum width of asphalt restoration should be 4' for proper compaction.
Add 1 ft.overcut for top. course. ‘

All cold joints to be sealed with hot applied sealant.

Tack coat is required between all lifts and joints, regardless of when placed.
Composite pavement restoration shall be in accordance with the current
Regional Pavement Repair Guide Sheets.

The thickness of curb ramps should be a-minimum 6" and they should
include wire fabric reinforcement with 3" of top cover, The ramps shall have
a level 5'x5’ landing in the sidewalk. _

The curb ramps shall be oriented to direct the pedestrians straight to the
destination ramp across the driveway.

NYSDOT General Roadside Seed Mix shall be used for all grass
restoration.

Approved items can be verified at www.dot.ny.qov/PIC. Standard Sheets
are available at, Standard Sheets (US Customary) (ny.gov). For more info,
please go to www.dot.ny.gov/pemits

Any utility work proposed in State Highway right-of-way will require separate
application and submission of restoration plans. Follow the guidelines of our
utility handbook, Blue Book titled, ‘Requirements for The Design and

250 Veterans Memarial Highway — Suite 6A-7, Hauppauge, NY 11788 | www.dot.ny.gov



Construction of Underground Utility Installations Within the State Highway
Right-Of-Way’.

The applicant should contact Mr. Wolff Joseph (631-420-4270,
Wolff.Joseph@dot.ny.gov) for further directions regarding Utility Highway
Work Permit (HWP) applications. The utility HWP issuance.is subject to
issuance of the HWP required for site work.

s. All proposed road improvements detailed in the Site Plans must comply with
the latest versions of AASHTO, ADA, National Manual of Uniform Traffic
Control with the NYS Supplement (MUTCD), NYSDOT Highway Design
Manual, and the Policy and Standards for The Design of Entrances to State
Highways (‘Driveway Design Policy’). Road improvement plans must
provide all appropriate NYSDOT Standard Details and NYSDOT Standard
ltem Numbers. .

There may be more comments when detailed plans are submitted for our review.

Please submit stages 2 and 3 of perm 33-com, revised plans, and a response
letter. We need one paper and an electronic copy of each of these items in PDF format.
All documents should be combined into a single PDF file. The response letter shall state
how, and where in the plans, the above comments are addressed, item by item.

Review of the subject project is being coordinated by Mr. Shamimur Rahman (631-
952-6022, Shamimur.Rahman2@dot.ny.gov). Please send all correspondence to his
attention. Refer to the subject case number and County tax map number in all
correspondence.

Thank you for your cooperation concerning this matter.

Very truly yours,

Ot fagothe.
Olumuyiwa Fajolu, PE
Permits Section Manager
Traffic Safety and Mobility

OF:ES:MT:SR:EM
CC: Village of Old Brookville

Mr. Roger Cocchi, Village Engineer
Ms. Sandra Albro, Clerk

250 Veterans Memorial Highway — Suite 6A-7, Hauppauge, NY 11788 www.dot.ny.gov



4§ LiRo Engineers, Inc.
H A LiRo-Hill Company

AL 235 East Jrencho Tpk, Mhnasia, MY 11501 Tobsbcoe B15.746.2350 e ing-uiloom

December 23, 2024

Mr. Olumuyiwa Fajolu, PE

Permits Section Manager

Traffic Safety and Mobility

250 Veterans Memorial Highway, Room 6A-7
Hauppauge, NY 11788

Re:  Grandville Gardens - NYSDOT Plan Set
Nassau County Tax Map No.: 22 F02 00050
NYSDOT Case No: 103482
LiRo Engineers No.: 24-051-2939

Dear Mr. Fajolu:

Enclosed please find the following documents regarding the subject project in response to
NYSDOT comments dated 03/15/23 (attached) and plans have been updated in response to your
comments.
1. (9) Eight plan sheets (dwgs NYS-100 to NYS-108, dated 11/25/24)
2. Perm 33 Application
We offer the following responses to address your comments:
1. The existing conditions are shown along State Highway on the following drawing:
* NYS-101 shows surface conditions and dimensions.
= NYS-102 shows the utilities.
= NYS-105 shows the legend of the symbols used on the plans.
2. Restoration details are provided on dwg NYS-106.

3. The new driveway is shown to comply with ADA requirements per dwg NYS-101 and
NYS-106. The proposed driveway is a Type 2 Driveway Entrance. Details shown on dwg.
NYS-106.

4. Sidewalk detail and typical section shown dwg NYS-106.

5. Driveway elevations shown on dwg NYS-103 and shows high point at the property
line. Catch basins shown to retain on-site runoff.

6. Drainage Calculations and a Tributary Area map shown on dwg NYS-104.The Tributary
Area map shows how the drainage is contained on the site.

7. Curb ramp details shown on dwg NYS-106. A note was also added to dwg NYS-106
referring to state detail sheets in section 608-.01, sheets 1 thru 9

8. Signage and pavement markings at the site driveway shown with MUTCD numbers on dwg
NYS-101.

9. Pavement section is labeled on dwg NYS-101.

‘>

Integraied Consiruction, Desian, and Tachnology Solutions



10. There will be no landscaping added outside the proposed site. Topsoil and Turf
establishment shown in remaining of the R.O.W. on dwg NYS-101.

11. An Erosion Control Plan in accordance with Standard Sheet 209 is shown on dwg NYS-
108.

12. See dwg NYS-107 Work Zone Traffic Control Plan. The requested note is shown dwg
NYS-107.

13. There is no existing sidewalk to the north of the proposed roadway.
14. Label for separate permit shown on dwg NYS-102.
15. A table of NYSDOT Item Numbers used within the State ROW shown on dwg NYS-105.
16. A revision box shown on all sheets.
17. NYSDOT Notes shown on dwg NYS-105.
Thank you for your assistance with this project. If you have any questions or require any additional
information, please feel free to contact this office.

Sincerely,

o Ko

Larry Kuo, P.E.

cc:

\lliro.com\files\Server05\d\Design\Projects\2022\22-051-2939 Triple Gold - Cedar Brook Subdivision\I Drawings\Sheets\Civil\PDF's\2024-12-23 DOT\Response Letter to
NYSDOT Comments2024-12-23.docx
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Lawrence Kuo

Liro Engineers,Inc
235 E Jerico Turnpike
Mineola, NY 11501

Grandville Gardens 32 Oak Lane
and Cedar Swamp Road

NY 107, Old Brookville

NCTM 22 FO2 00050

NYSDOT Case No. 103482

Dear Mr. Kuo:

This is regarding the concept plan for the referenced project which were submitted

to us for review, along with your application for NYSDOT Highway Work Permit (HWP).

Prior to approval of site work within the State right-of-way (ROW) and issuance of

a NYSDOT HWP, the following items must be addressed:

1.

Show and label all existing conditions along the State highway, such as sidewalk,
curb, pavement markings, utilities (UG and OH), drainage structure, and other
appurtenances. Add applicable dimensions.

Show restoration details for features that may be disturbed due to contractor's
operations e.g. pavement, curb, sidewalk, and pedestrian ramps, etc. All work in
the State Right of Way shall be ADA compliant and referenced to NYSDOT
specifications, item numbers and Standard Sheets.

New driveways shall comply with ADA requirements, including cross slope. Refer
to NYSDOT Standard Sheet 608-03 Residential & Minor Commercial Driveways
and choose which driveway type best suits the site. Provide applicable NYSDOT
Driveway Type number, details, and notes on the plans.
https://www.dot.ny.aov/main/business-center/engineering/cadd-
info/drawings/standard-sheets-us-repository/608-03 050120.pdf

Sidewalk typical section and details should refer and follow NYSDOT standard

250 Veterans Memorial Highway — Suit2 6A-7, Hauppauge, MY 11788 | www.dot.ny.gov



10.
11.

12.

13.

14,

15.

186.
17.

sheet 608.01 pedestrian facilities.

Show driveway profile and on-site elevations, including elevations at the highway
right-of-way lines. The high point of the driveway should be located at the property
line. All drainage must be contained on site: we do not allow runoff from private
property onto public roads.

Indicate ground water table. Include drainage calculations in plans and provide
details for proposed retention system verifying that all drainage is contained onsite.

Curb ramp details should refer and follow NYSDOT Region 10 curb ramp detalil
sheets (CRD-1 to CRD-10) and also NYSDOT standard sheet 608.01 pedestrian
facilities.

Provide appropriate signage and pavement markings at the site driveway.

Provide pavement restoration detail that should refer and follow NYSDOT Region
10 Pavement Repair Details (DWG No.’s PR-1A to PR-10)

Provide landscaping plan with native plants.

Provide Erosion and Sediment control plans in accordance with Standard Sheets
209.

A Work Zone Traffic Control plan must be provided for work in the right of way, in
accordance with National Manual of Uniform Traffic Control Devices along with
NYS Supplement (MUTCD). The plan must include a note:

‘All lanes must be open to traffic before 10 AM and after 3 PM. No lane closings
are permitted on weekends or holidays. Nighttime lane closings will not be
permitted without prior approval from the State Permit inspector’.

Accommodate pedestrians on site during construction, with a 5 wide ADA
compliant passage, so that they don’t have to cross travel lanes of traffic.

Label any utilities proposed within the State Right of Way as; ‘By others, under
separate Utility Highway Work Permit from NYSDOT'. This label should be added
where proposed utility work is shown in the plans.

Provide a list of all NYSDOT item numbers to be used within the State Right of
Way.

Update revision tables on the plan sheets.
Add following notes to the plans, together in one group.

a. Before construction, the contractor shall coordinate with State Permit
Engineer regarding appropriate location for snow stakes sleeves.

250 Veterans Mamorial Highway — Suite 6A-7, Hauppauge, MY 11788 | www.dot.ny.gov
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After construction, sidewalks and ramps must be evaluated for compliance
with current ADA standards. The permittee or his designated “designer of
record” shall field verify that the pedestrian features (ramps, sidewalk, etc.)
were constructed to current ADA standards outlined in NYSDOT Specs
Section 608 and related Standard Sheets. Submit required documentation
to the State Permit Engineer before the work can be accepted as complete
and the permit be closed. The features that do not comply with ADA
requirements upon completion will require removal and reconstruction.
The contractor shall clean existing drainage basins along and immediately
adjacent to the NY site frontage during and after construction as ordered by
the State engineer.

Repair existing shoulder, sidewalk and curbing as ordered by State
Engineer.

Any sidewalk panels or connecting pavement that have settled with a
greater than %" lip or crack over 1/2" wide shall be replaced to meet ADA
requirements.

Construction materials and equipment should be removed from the
NYSDOT ROW at the end of each workday. Materials allowed to remain on
site must be stored outside the vehicle clear zone.

Removal of the existing concrete curb should be done from the back side
to minimize any damage to the existing pavement. This involves pulling the
curb out from the back and pouring new curb up against the existing
pavement.

All new or relocated signposts must be installed in PVC sleeves.
Pavement restoration shall be in kind. Composite pavement restoration
shall be taken to existing longitudinal joint. If any damage occurs to concrete
panel, the contactor will be responsible to replace the whole panel.
Minimum width of asphalt restoration should be 4’ for proper compaction.
Add 1 ft overcut for top course.

All cold joints to be sealed with hot applied sealant.

Tack coat is required between all lifts and joints, regardiess of when placed.
Composite pavement restoration shall be in accordance with the current
Regional Pavement Repair Guide Sheets.

The thickness of curb ramps should be a minimum 6" and they should
include wire fabric reinforcement with 3" of top cover. The ramps shall have
a level 5'x5' landing in the sidewalk.

The curb ramps shall be oriented to direct the pedestrians straight to the
destination ramp across the driveway.

NYSDOT General Roadside Seed Mix shall be used for all grass
restoration.

Approved items can be verified at www.dot.ny.gov/PIC. Standard Sheets
are available at; Standard Sheets (US Customary) (ny.gov). For more info,
please go to www.dot.ny.gov/permits

Any utility work proposed in State Highway right-of-way will require separate
application and submission of restoration plans. Follow the guidelines of our
utility handbook, Blue Book titled, ‘Requirements for The Design and

250 Veterans Memorial Highway — Suite 6A-7, Hauppauge, NY 11788 www.dot.ny.gov



Construction of Underground Utility Installations Within the State Highway
Right-Of-Way'.
The applicant should contact Mr. Wolff Joseph (631-420-4270,

Wolff. Joseph@dot.ny.gov) for further directions regarding Utility Highway
Work Permit (HWP) applications. The utility HWP issuance is subject to

issuance of the HWP required for site work.

s. All proposed road improvements detailed in the Site Plans must comply with
the latest versions of AASHTO, ADA, National Manual of Uniform Traffic
Control with the NYS Supplement (MUTCD), NYSDOT Highway Design
Manual, and the Policy and Standards for The Design of Entrances to State
Highways (‘Driveway Design Policy’). Road improvement plans must
provide all appropriate NYSDOT Standard Details and NYSDOT Standard
ltem Numbers. .

There may be more comments when detailed plans are submitted for our review.

Please submit stages 2 and 3 of perm 33-com, revised plans, and a response
letter. We need one paper and an electronic copy of each of these items in PDF format.
All documents should be combined into a single PDF file. The response letter shall state
how, and where in the plans, the above comments are addressed, item by item.

Review of the subject project is being coordinated by Mr. Shamimur Rahman (631-

952-6022, Shamimur.Rahman2@dot.ny.qov). Please send all correspondence to his
attention. Refer to the subject case number and County tax map number in all
correspondence.

- Thank you for your cooperation concerning this matter.

Very truly yours,

Obe ﬁ"é‘
Olumuyiwa Fajolu, PE
Permits Section Manager
Traffic Safety and Mobility

OF:ES:MT:SR:EM
CC: Village of Old Brookville

Mr. Roger Cocchi, Village Engineer
Ms. Sandra Albro, Clerk

250 Vaterans Memorial Highway — Suite 6A-7, Hauppauge, MY 11788 www.dot.ny.gov



PERM 33-COM (04/15)

New York State Department of Transportation

Commercial Access Highway Work Permit
Application and Checklist

INSTRUCTIONS FOR USE

The PERM 33-COM Application and Checklist is used to apply for a Commercial Access Highway Work Permit. Itis
designed to provide applicants with step-by-step design guidance and other information needed to generate a
complete and accurate plan submission at each stage of the permit review process. A complete and accurate plan
submission will allow NYSDOT to review and approve the permit more quickly.

Applicants should complete the required section(s) of this application/checklist at each of the three stages of the
review process, and it should be submitted along with plans to the appropriate Regional Permit Coordinator (RPC).
The RPC will review the plan submission and notify the applicant when the submission is complete and ready to
move into the next stage of review, or may respond with comments and recommendations that the applicant must

address before resubmitting.
Contact information for Regional Permit Coordinators can be found at Regional Permit Coordinators.

Any exceptions to the standards or requirements identified here must be noted in the comments section, with any
justification attached. The checklist must be printed and signed, and submitted with plans. It is recommended that
applicants save the document on their computer to be updated with each submission.

Stage 1:  Initial Proposal Review Questions 1.1to 1.7 Pages 3-6
Stage 2:  Design Review Questions 2.1 to 2.14 Pages 7-15
Stage 3:  Final Submission Review Questions 3.1 to 3.10 Pages 16-19

EXPEDITED REVIEW FOR A COMMERCIAL ACCESS HIGHWAY WORK PERMIT

If your proposed commercial access project meets certain criteria, an Expedited Review of the application may
be available. Go to www.dot.ny.gov/permits-expeditedreview to find out if your project meets the criteria
necessary to be processed as an Expedited Review. If your project meets these criteria, contact the Regional

Permit Coordinator for further guidance on developing your submission.

Review Stage Date Submitted Date Received
Applicant to check one Applicant to identify date NYSDOT to identify date
X Initial Proposal Review 02/06/23 .
X Design Review 12/20/24
Final Submission

-OR-

Expedited Review




RESPONSIBILITIES OF PERMITTEE PURSUANT TO HIGHWAY WORK PERMIT

NOTE: FAILURE TO OBTAIN A PERMIT OR FAILURE TO COMPLY WITH THE TERMS OF A PERMIT MAY RESULT IN THE DEPARTMENT HALTING THE ACTIVITY FOR WHICH
A PERMIT IS REQUIRED UNTIL A PERMIT HAS BEEN OBTAINED, OR UNTIL ADEQUATE CORRECTIONS HAVE BEEN MADE.

1. LUMITATIONS ON USE: The spacific site identified in ihis Highway Work Pamit, and only that sile identified, will be available for use by Pemmittee only for the purpose stated in this Permit and only on
the date(s) and for tha duration designated In this permit. This Permit does not authorize any infringement of federal, state orlocal laws or ragulations, is limited to the extent of the authority of NYSDOT
and Is transferable and assignable only with the written consent of the Commissioner of Transportation. The Commissioner reservas the right to modify fess and to revoke or annid the Pemmit at any time,
at his/her discration without a hearing or the necessity of showing cause. .

2. CONDITIONS OF USE: NYSDOT makes no affination that the state-owned site used for the work has been designed, constructed, or maintained for the purpese of the conduct of the work. The
Permittee assumes fuil responsibllity for planning and conducting a safe and orderly project that does not expose warkers or the public to any unreasonable hazards and that involves a minimal disruption
of the nommal uses of the state and local highway systems. It shall be the sole obligation of the Permittee to determine whether the site is sultable for the purpose of safely conducting the work.
Tha Pemmittee assumes all responsibility for assuring that tha usa of the highway/property conforms 1o applicable requirements of law, including, but not fimited to those set forth hereln. Permitiea agrees
to assure compliance with New York State Labor Law, industrial regutations and OSHA regulations and ta assure the safety af al workers who will be engaged to do the parmitted work.

3. INSURANCE COVERAGE: Permittos must have the insurance that Is required for the type and extent of the work being perfamed. To comply wilh this requirement, an applicant must fumish the
Department with ane of the following (For further information, sea Section 3.17, or go to www.dot.ny.govipamits-insurance);

. A completed Certificate of Insurance evidencing the required types and limils of insurance coverage, with the New York Stata Department of Transporiation named as an additional insured
on Lha commercial general liability poficy, An Indusiry standard ACORD 25 form (with ACORD 855 New York Construction Certificate of Liability Insurance Addendum)is acceptable evidence
of the required coverage. Certificate Holder should be indicated as New York State Department of Transportation, with the address of the Issuing regional office.

. Municipaiitles, Public Utlities, Transportation Comparations, Public Senvice Comporations and Rallroads may provide a fully executed Undertaking Agreement as an altemative to providing
the insurance certificate,

4, COMPENSATION AND DISABILITY INSURANCE COVERAGE: Pennittea is raquired ta hava compensation Insurance and disability covarage as noted In the provislons of the Worker's
Compensation Law and Acts amendatory thereof for the entire period of the pemmi, or the permit will ba invalid. Appicant must provids proof of coverage (Form C-105.2, U-25.3 or S112 for Worker's
Compensation, and DB-120.1 or DB-155 for Disability Benefits), or provide proof of exemplion from this requirement (Form CE-200).

§. INDEMNIFICATION: Permitiaa agrees thal, In addition to any pratection afforded to NYSDOT under any avallable insurance, NYSDOT shall not ba llabie for any damage or injury to the Pernittes, its
agents, empioyees, or to any olher person, or to any property, occuning on the site or In any way assoclaled with Pemnittee's activities or aperations; whether undartaken by Pemmittse's own forces or by
contractor or alher agents woridng on Permitiea’s behalf, To the fullest extant permitted by law, the Permittee agrees lo dafend, indemnify and hald hammless the State of New York, NYSDOT and thelr
agents from and against all ciaims, damages, losses and expenses, including but not limited (o atlomeys’ fees, arising out of any claim, including but not limited to claims far personal Injuries, property
damage or wrongful death and/or envronmental clalms, In any way associated with the Pesmittee’s activities or operations, no matter how caused.

6. NOTIFICATION: The following shouid be natified at the appropriate time as shown below:

Commisslener of Transportation, through the NYSDOT reglonat office, one waek prior to commencing work.
Area gas dislributors, 72 hours prior to any blasting.

Utifity companies with facllities in work areas, before starting work (In accardanca with indusiral Code 53).
Permission from utility company must be cbtalned before commencing work affecting tha utilities' facilities.
NYSDOT reglional signal malntenance shop, 3 days prior to starting work (traffic signal work).

NYSDOT regional office, at concluslon of work, and retum orginal copy of permit to Resldent Engineer.

7. SITE CARE AND RESTORATION: A bond, deposit (bank cashier’s check), or a Letter of Cradil, In an amount designated by the Department of Transportation, may be required i:e{om apemitis
issuad, In order to guaraniee restoration of the site lo its ariginal candition. A fully executed Undertaking Agreemant may be accepled as an alternatve securlty, where applicable,

if the Department is obliged to restore the site to ils original condition, the costs to the Departmant will be deducted from the amount of the Pemmittes’s deposit at the conclusion of the work, Casts In
excess of the bond/depasit on file will be billed directly to the Permitiee. if Permittee posts a Latter of Credit, the Departmentmay elect to have a contraclor restore the site, and issua a draft drawn against
the Letter of Credit as payment.

Anyone working within state highway right-of-way will wear high visibility apparel and hard hat meeting ANS! Class 2 requirements.

No unnecessary obstruction Is to be left on the pavement or the state highway right-of-way, o in such a position as Io block waming signs during nonworking hours,

No work shall be done to obstruct drainage or divert creeks, water courses or sluices anto the state highway right-of-way.

All false work must be removed and all excavations must be filled in and restored to the satisfaction of the Resident Engineer or his designee.

8, COSTS INCURRED BY ISSUANCE OF THIS PERMIT: All costs beyond the Emits of any Hability insurance, surety deposils, etc. are the responsitility of the Pemmiitee. The Stale shall be held free of
any costs Incurred by the Issuance of this permit, direct or indirect.

9., SUBMITTING WORK PLANS: The applicant will submit work plans and/or amap as raquired by the Dapartment. This shall include such detalls as measurements of driveways with relation (o nearest
property comer, pesitions of guys supporting poles and a schedule of the number of pales and feel of excavation necessary for complation of the wark on he State righl-of-way. A description of the
proposed method of construction will be Included,

Plan work with fulure adjustments in mind, as any relocation, replacement or removal of the installation autherized by this pemit and made necassary by future highway maintenance, recanstruction or
new construction, will be the responsibliity of the Pemmitiee.

Oriveway plans should be prepared in accordance with NYSDOT POLICY AND STANDARDS FOR ENTRANCES TO STATE HIGHWAYS.

The Parmittes must coordinate the wark with any State consiruction being conducted.

10. TRAFFIC MAINTENANCE: A plan detaillng how the Penmittee intends to malntain and protect traffic shall be submitted with work plans. Traffic shall be mainlained on the highway In a safe manner
during working and nonworking heurs until construction is completed, The Permities Is responsible for traffic pratecion and maintenance, Including adequate use of signs, barriars, and flag persens
during working and nan-working hours until construction is compleled. Alt sketches will be stamped with "MAINTENANCE OF TRAFFIC SHALL BE IN CONFORMANCE WITH THE NATIONAL MANUAL
ON UNIFORM TRAFFIC CONTROL DEVICES,"

11, COST OF INSPECTION AND SUPERVISION: Prior to Issuance of the Highway Work Parmit, the Permittae may ba required {o sign an INSPECTION PAYMENT AGREEMENT FOR HIGHWAY
WORK PERMITS (FORM PERM §0) agreeing to the payment of construction inspection charges, based on the number of work days involved. in certain cases, the Pemmittes may also ba required to sign
a PAYMENT AGREEMENT FOR HIGHWAY WORK PERMITS DESIGN REVIEW {(FORM PERM 51) agreaing 1o design review charges, based on the number of work hours in which Department
employess were engaged in design review activity.

12, SCOPE:
a)  Areas Cavered: Permits Issued are for highways, bridges and culverts over which the New York State Department of Transportation has jurisdiction. (Local governments issue pemits for
highways under lheir jurisdiction.} Work locations must be approved by the Depariment.
b)  Maintenance: Property owners having access to a state highway shall be fully responsible for the maintenance of their driveway In accordance with POLICY AND STANDARDS FOR
ENTRANCES TO STATE HIGHWAYS.
¢)  Work Commencement: The Permiliee shall have a copy of the permil available at the site during the construction period. Work should start within 30 days from validation date of pemit or
sald pennit may be revoked.

13. REPORTING ACCIDENTS: Permittea Is required lo report any accidents that occur during the course of the pamit work 1o their Insurance company, and to provide the Dapariment with a copy of any
such report.

14, COMPLETION OF PROJECT: Upon completion of the work within the State highway right-of-way authorized by the work pemit, the person and his or its successors in inleresl shall be responsible for
the mainienance and rapalr of such work or portion of such work as set forth within the Terms and Conditlons of the Highway Work Pamit.

COMMERCIAL ACCESS HIGHWAY WORK PERMIT APPLICATION and CHECKLIST (PERM 33-COM) 2



provide answers to any questions concerning the driveway design and the permit review process.

that need to be addressed before continuing to Stages 2 (Design Review) and 3 (Final Submission).

In the Initial Proposal Review, an applicant should provide the following basic information about the proposed
project concept and scope. A face-to-face meeting with the applicant is typically held during this review, and a
representative of the impacted municipality is invited to attend. Your NYSDOT Regional Pemit Coordinator can

Complete questions 1.1 through 1.7 and submit this application/checklist, along with plans to the Regional Permit
Coordinator. The Department will review the submission and respond with comments and recommendations

1.1 Contact Information

A. | Name of Applicant TRIPLE GOLD DEVELOPMENT, L.L.C.
Number and Street (mailing address) 27-05 41ST AVENUE, OFC

City LONG ISLAND CITY State NY Zip Code 11101
Daytime phone (347) 574-8063 E-mail address cchen@easttimesgroup.com

B. | Name of Property Owner (if different) ' ' Same as Applicant
Number and Street (mailing address)
City State Zip Code
Daytime phone E-mail address

C. | Firm Name of Consultant (if applicable) LiRo Engineers, Inc. " Agent for Applicant

Contact Name Lawrence Kuo
Number and Street (mailing address) 235 E Jericho Turnpike
City Mineola State NY Zip Code 11501

Daytime phone (516) 636-3732 E-mail address kuol@iro.com

1.2 Property Location Information

Number and Street (include State Route Number) Comment:
32 OAK LANE

CityfTown/Village Zip Code
OLD BROOKVILLE 11545

Nearest Cross Street with Distance and Direction:
577 FEET NORTH OF PHEASANT HILL LANE
Between State Highway Reference Markers:
107 0301 1161 to 107 0301 1149

NYSDOT Reference Marker Manual

Approximate Latitude and Longitude of Proposed Driveway:
40N 42' 44" 73W 60' 48"

Find Latitude and Longitude
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1.3 Project Name and Brief Description of Proposed Work

Project or Development Name Grandville Gardens Subdivision
State Highway Number 107 Municipality OLD BROOKVILLE

Brief Description of Proposed Work

THE PROJECT CONSISTS OF DEVELOPMENT OF THIRTY-ONE (31), THREE (3) ACRE RESIDENTIAL LOTS
AND PROPQSED STREETS.

1.4 Anticipated Permit Type and Fees

Permit fees are payable at Final Submision (except 5a4). Comment;

MINOR COMMERCIAL: Less than 100 vehicles/hour enterlng volume
and no anticipated mitigation on state highway:

65a2 Minor Commercial - Permit Fee $550
S5a2a Minor Commercial (Home Business) - Permit Fee $100

MAJOR COMMERCIAL: 100 + vehicles/hour entering volume and/or
anticipated mitigation on state highway:
X' 5a3 Major Commercial (<100K sq. ft. GBA) - Permit Fee $1,400

5a4 Major Commercial (100K sq. ft.+ GBA) - Permit Fee $2,000
$2,000 fee due at time of application, with balance of
actual design review costs payable when billed.

SUBDIVISION STREET:
5a5 Permit Fee $900

1.5 Maps and Plans

The following maps and plan information should be submitted. Check all | Comment:
that are included with the Initial Proposal Review Submission:

X Location map with subject property identified (Google or Bing
mapping is suitable)

X Tax map showing the subject parcel and all parcels immediately
adjacent to it

Survey of property (a plat is acceptable)
Right-of-way acquisition or donation is anticipated

Available record plans

Limits and legal description of any easements on the property, as
well as on any adjacent parcels, must be clearly depicted on the
submitted plans.

X |nitial Proposat Plan (sketch)

Itis recommended that this be shown on an aerial photo. The
sketch should show the following, with labels:

- proposed driveways

- type of driveway (one-way or two-way)

- existing and proposed parking areas

- existing and proposed buildings

- dimensions for building offsets from property lines

- distances from proposed driveway(s) to any intersection
within 1000 ft. (300 m)

- distances to any other driveways within 500 ft. (150 m)

- streets, roads and properties opposite the subject property
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1.6 Traffic Impacts

A. ,' Briefly describe the type of development that will be served by the ! Comment:
| driveway(s):
i THE DEVELOPMENT IS A RESIDENTIAL DWELLINGS
i
B. | Average Annual Daily Traffic (AADT) for the highway: 18.007 Comment:
i r
i AADT is available online through the NYSDOT Traffic Data Viewer.
C. Po-sied spec_ea on state Iﬁghway where entrance v;iil_iae placed: - E;r—nment: o o
i 35 mph
D. | Number of one-way vehicular trips for the proposed driveway: Comment B o S
ITE Trip Generation Manual 10th Edition
AM Peak Hour. 7 :15a.m. to 8 :15am. (September 2017) used to identify peak
periods for one-way vehicular trips for
: single-family detached housing (Land Use
| AM Peak Volume: 24 Code 210). Peak Volumes represent
i one-way trips in both directions.
PM Peak Hour. 4 : 00p.m. to 5 : 00 p.m. ;
PM Peak Volume: 31
If the proposed access is for retail use, please provide:
Saturday Peak Hour: 12 : 00 a.m. to 12 : 00 p.m.
Saturday Peak Volume:
Trips generated should not be reduced by pass-by or other credits.
E. | How was the number of vehicular trips determined? Comment:
Similar development history
X ITE Trip Generation Manual
Estimate from a NYS Licensed Professional Engineer
" F.  IsaTraffic Impact Study (TiS) required? Comment:

P A TIS is not required
LT ATISIS required, and is in progress
( {7 ATISis required, and is attached

‘ iX Not sure if a TIS is required, need more information

Guidance on how to determine if a Traffic Impact Study is needed, and
, what elements should be included, can be found at

| httos:/iwww.dol.ny.gow/Commercial HWP/traffic-impact.
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1.7 Environmental impact

i Comment:
'B. ' SEQRType Selectone: 7 comment:
| E Type | ! :
1 X Typell [
D g {
52 Unlisted l
C. ! SEQR Status: T T o T o Comment T -

SEQR (State Environmental Quality Review) documentation must be
complete before a permit will be issued.

. Ed The lead agency has not yet been notiffied of the action

X The lead agency has been notified of the action and the SEQR
process is underway

i T% The SEQR process {s complete and the lead agency has made a
i declaration (Attach a copy of the determination, If avaifatife)
I

: Highway Design Manusl (HDM) Section 54.2.1.3 — SEQRA Coordination

'

ACKNOWLEDGMENT: | HEREBY REQUEST A HIGHWAY WORK PERMIT, AND DO ACKNOWLEDGE AND _AGREE TO THE
RESPONSIBILITIES OF PERMITTEE AND OTHER OBLIGATIONS SET FORTH IN THIS PERMIT AND WARRANT COMPLIANCE
ey

THEREWITH. — =
e 2[3]2033

APPLICANT SIGNATURE ¥ DATE

Vo Zhu

ch
PRINTED APPLICANT NAME

STOP HERE for an Initial Proposal Review Stage Submission

Prititthis application/checklist, sign abeve and submit along with plans to the Regional Parmit Coordinator Save this
‘doeument en. your computer to update for future stage submissions.
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After satisfactorily addressing all comments received in the Initial Proposal Review, continue to develop your
application by submitting plans for Stage 2, Design Review. Please be sure to include all elements listed in this

checklist and outlined in the Plan Requirements.

2.1 Number and Spacing

Does the proposed number of driveways, spacing of driveways and Comment:

spacing to intersections meet the criteria of Figure 5A-3 — Driveway
Location Standards?

X vyes [ No

Highway Design Manual (HDM) Section 5A.4.1 - Spacing

2.2 Sight Distance

A. | From the proposed driveway, at a point 14-18 ft. from the edge of Comment:
the travel lane, identify the sight distance (42 in. eye and object

height) to the
Right 372 . Left: 231 ft. *
B. | Using a 2 ft. object height, identify the stopping sight distance
(SSD) to the
Right. 220 ft. Left: 220 f

C. | Do the minimum stopping sight distances conform to Highway

Design Manual Appendix 5B - Vertical Highway Alignment Sight
Distance Charts and Highway Design Manual Exhibit 7-7 ~ Minimum
Stoppina Sight Distance (SSD)?

X Yes I No

D. | Do the intersection sight distances conform to Highway Design

Manual (HDM) Section §.9.5 - Intersection Sight Distances and

Highway Deslian Manual (HDM) Appendix 5C - Intersection Sight
Distance Charts?

X ves I No
Highway Desian Manual (HDM) Section 5A.4.2 — Sight Distances
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2.3 Width

A.

Permissible Range of Driveway Widths

Driveway Classification

Within 30 ft. of
traveled way, for
roads posted 40
mph or less

Within 30 ft, of
traveled way, for
roads posted 45
mph or more

Minor Commercial
Shared Two-way Driveway

221t to 30 .

28 ft. to 35 ft.

Minor Commercial
Divided or One-way Driveway

12 ft. to 24 ft.

" 12ft to24 L.

Minor Commergial
Muiti-lane Driveway

12 ft. to 15 /. lanes

14 ft. to 16 ft, lanes

Select a driveway width: Other - See Comment

I’ Comment:

i 30

B. | The design vehicle is the largest vehicle that frequently uses a facility.

X SU-30/Bus

Refer to Highway Design Manual (HDM) 5.7.1 - Design Vehicle and
AASHTO's “A Policy on Geometric Design of Highways and Streets.”

What is the design vehicle for the driveway?

™. WB-50 (Requires turning movements to be shown on plans)
{~ WB-82/67 (Requires turning movements to be shown on plans)

24 Corner Angle and Layout Method

Refer to Driveway Enfrance Type Selection table (NYSDOT 608-03
Standard Sheets, Sheet 2 of 7, Table 4)

Entrance type and angle:
X Radius

Select comer angle: Select One  °

or
™ Taper

Select comer angle: Select One °

Comment:
18'R
83 degree

2.5

Complete Streets and Americans with Disabilities Act (ADA)

Projects must be designed fo provide safe, convenient accessible
accommodations for all road users (including pedesirians, bicyclists,
public transportation riders) where warranted, in the public right-of-way.

Proposed pedestrian accommodations must comply with the Americans
with Disabilities Act, as described in Accessibility Guidelines for
Pedestrian Facilities in the Public Right-of-Way.

X' The proposed work will maintain or enhance accommodations for
pedestrians, bicyclists and/or public transit users in the public

right-of-way.

{~ The proposed work will have little or no effect on pedestrians,
bicyclists and/or public transit users in the public right-of-way.

Highway Design Manual (HDM) 5A.4.6 - Sidewalks, Walkways and

Stairways | NYSDOT Complete Streets website

Comment:;
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2.6 Maximum Grade

Comment:

5%

i
Maximum grade of proposed driveway, within 30 ft. of the edge of the |
travel lane : !

Select One ;

10%.
Maximum Slope table (NYSDOT 608-03 Standard Sheets, Sheet 2 of 7, Table 2)

|
I
In urban areas, the maximum grade is 6%. In rural areas, the maximum grade is !
}
|

2.7 Underground Utilities

Any existing underground utilities within the right-of-way should be Comment:

identified and located during design of the proposed driveway and
shown on the proposed driveway plan(s).

Identify all methods/resources used to locate utilities:
Existing records and drawings
Ground survey of utility facilities
Information obtained from utility company(ies)
Subsurface Utility Engineering (SUE)
2D mapping
3D mapping
X None i

2.8 Drainage

A. | Is the proposed drainage X closed or [~ open? | Comment:

B. i If the drainage is open, and the driveway will cross a ditch, a culvert
with a taperedfflared end saction is needed.

Culverts shall be designed using the Rational Method (Q=CiA) and
shall be no less than 15 in. in diameter.

Inside diameter of proposed culvert: Select One

Culvert pipe material: Select One

C. | Ifover 2,000 sq. ft. of impervious area on the site will drain to the state
right-of-way, refer to Highway Design Manual (HDM) 5A.6.3 - Drainage !
Study to determine if a drainage study is required. If so, use the i
. Standardized Drainage Report shell to develop the study. ;

Is a drainage study required?
X No

{7 Yes. A drainage study is required and is attached.

i
Applicable NYSDOT 603 Standard Sheet details are shown on

! the plans

" Details other than those shown on the NYSDOT 603 Standard

Sheets are being used (Please identify in "Comment” area to the

| right)

Highway Design Manual (HDM) Section 5A.4.5 — Drainage

i
i
!
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2.9 Curb

A. | Sloped curb (T-100 curb) is preferred where the posted speed is 40 l Comment:
mph or more. 6" vertical curb is not permitted where the posted speed |
is 50 mph or more. !

Type of curb to be used: 6" vertical

B. | X Applicable NYSDOT 609 Standard Sheet details are shown on ;| Comment:
the plans
Details other than those shown on the 609 NYSDOT Standard
Sheets are being used (Please identify in "Comment” area fo the
right)
Highway Design Manual (HDM) 5A.4.5.2 - Curbing
2.10 Guide Rail
A. | Will guide rail need to be modified or installed? Comment:
X No
I~ Yes
B. ; If yes:

What is the length (including end sections) and type of guide rail?
[T >200'-cable*

i [ >100" —weak post w-beam with anchors

™ > 200" - weak post w-beam without anchors

™ >125'-box beam

I~ > 100" - heavy post blocked-out

*Cable guide rail should not be used on roads with AADT over 5,000 l

vehicles per lane per day, unless NYSDOT Maintenance agrees to
assume the increased time and cost of maintenance.

C. | What is the deflection distance behind the guide rail (i.e., distance
i to objects or drop-offs)?

{  Select One

For post spacing to achieve minimum deflection distances, refer o
Highway Design Manual (HDM) Table 10-3 —~Barrier Deflections for

Standard Impacts.

D. ! Select the guide rail end-section type:

Select One

i NOTE: Please ensure that the type of guide rail system
i matches in all of the above responses

E, Applicable NYSDOT 606 Standard Sheet details are shown
on the plans

Details other than those shown on the 606 NYSDOT i
Standard Sheets are heing used (Please identify in “Comment”
area to the right) A

Highway Design Manual (HDM) Chapter 10 — Roadside Design

Guide Rail, and Appurtenances | Guide Rail Quick Reference Sheet

COMMERCIAL ACCESS HIGHWAY WORK PERMIT APPLICATION and CHECKLIST (PERM 33-COM)
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2.1

Driveway Materials

A. | Refer to Driveway Materials and Thickness table (NYSDOT 608-03

| Standard Sheets, Sheet 2 of 7, Table 3)

i Select the proposed driveway material within the first 10 feet from
traveled way:

B. ,' Select the proposed driveway material from 10 feet to 30 feet from
1 traveled way:

™ Asphait

Concrete
Thickness of concrete: Select One
Thickness of sub-base: Select One

Thickness of top course: 2 in.
Thickness of binder course: 2 1/2 in. !
Thickness of base course: 6 in. f
Thickness of sub-base course: 6 in.

I Concrete

1

Thickness of concrete: Select One i
Thickness of sub-base: Select One

Asphalt

Thickness of top course: 1 1/2in.
Thickness of binder course: 2 in. .
Thickness of base course: Select One
Thickness of sub-base course: Select One

Precast Pavers

Thickness of pavers: Select One
Thickness of bedding course: Select One
Thickness of base course; Select One
Thickness of sub-base course: Select One

Stone
Thickness of stone course: Select One

! s shoulder reconstruction needed?

r

™ No

Yes [Use NYSDOT Standard Sheet 608-03, Sheet 5 of 7]

Comment:

B. Thickness of Base Course 4.5"

COMMERCIAL ACCESS HIGHWAY WORK PERMIT APPLICATION and CHECKLIST (PERM 33-COM)
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2.12 Work Zone Traffic Control

Work zone traffic control (WZTC) must be employed to provide a safe work area | Comment:
while facifitating the safe and orderly flow of all road users.

Provide or identify WZTC drawings meeting site-specific WZTC needs and
documenting that WZTC conforms to the Manual on Uniform Traffic
Control Devices (MUTCD), NYS Supplement to the MUTCD, NYSDOT 619
Standard Sheets and any other applicable details furnished by the
NYSDOT Regional Traffic Group.

|
A. ' What WZTC specification items will be used? (Check all that apply)

' X NYSDOT Standard Specification 619 items

' Special Specification items (Please identify items and provide
i Jjustification in "Comment" area to the right)

T
3 X Applicable 619 NYSDOT Standard Sheet details are shown on
| the plans. (Refer to the WZTC Standard Sheet Selection tool to
i

determine which Standard Sheels are applicable.)

Details other than those shown on the 619 NYSDOT Standard
Sheets are being used (Please identify in “Comment” area to the
right)

Highway Design Manual (HDM) 5A.3.5 - Traffic Control and Work Site
. Safety

2.13 Specifications

Identify the NYSDOT Specifications to be used for construction Comment:
within the state highway boundary and within 30’ of driveway
opening: (Check all that apply)

554.50000015 Low Height Retaining Wall System

X 608.0105NN15 Curb Ramp
X 608.01100015 Concrste Sidewalk

608.01101015 Concrete Driveway Apron
X 609.10010015 Curbing

609.10010415 Asphalt Curbing

610.10000015 Landscape Development

645.86000015 Sians and Supports

680.01030015 Pedestrian Signal Systems

680.01040015 Traffic Signal Systems
X 685.20000015 Pavement Markings
Other (Please identify in “Comment” area to the right)
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A digital file (.pdf format) must be submitted. Contact your Regional Permit Coordinator (RPC) to determine if hard copies are
required. The plans should be in US Customary units, at a scale of at least 1"=50" or larger, on 11" x 17" paper. A scale of
1"=20' should be used for closed drainage work.

Refer to Highway Desian Manual (HDM) Chapter 20 (CADD Standards and Procedures) and Highway Design Manual {(HDM)
Chapter 21 (Contract Plans, Specifications and Estimate) for minimum text size, font and other drafting standards.

A. Plans shall include:

X Name and contactinformation X Tax map number of subject Comment:
of applicant property
. i
X State route number and X North directional arrow ;
adjacent highway reference ;
markers X Scale
X Names of reputed owners of Note referencing NYSDOT
subject property and adjacent 608-03 Standard Sheets |
properties !

B. Location and dimensions of existing features (as applicable):

incuded Not incuded _Not : Comment:
X - Highway travel lanes ™ T Busstops f
(label edge of lanes) X = Al utiliies and DOT ;
X — Road shoulder (label cable (both public and
edge of shouider) private, overhead and/or
K I Curbs (identify _ underground) 5
material) 1 r~ Traffic signs (include sign
™ T Guide rail (include text)
type) - Traffic signals, poles and
r ™ Medians highway lighting H
X [ sidewalk and curb X - Pavement markings
ramps within entire roadway
section ;
[T I Stairways .
r B X -- Right-of-way, property
| Bike paths lines and easements
™I Bikelanes [C I Exsting buidingsor |
[T [T Shared driveways or structures (bridges, _i
Cross-access (inciude retaining walls, etc.) f
agreement signed by ™ 1 Existing landscape :
all parties invalved) features i
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C. Design features to be incorporated in proposed construction or reconstruction (as applicable)

Provided Prmsad Comment:
X -- Edge of proposed driveway (include width and radii)
l— ™ Location of proposed median openings and guide rail
I ™ Proposed buildings or structures
3 ™ Proposed privately owned utility connections in the right-of-way

(Note: an additional plan set and/or separate permit may be
required for any proposed utility connections. |nformation and
applications for Highway Work Permits for Utility Work.)

Dimensions of roadside islands and driveway medians

Dimensions and elevations of curbs and sidewalks relative to
the pavement edge

Location of authorized traffic signs and/or pavement markings
Location of commercial (advertising) signs

Proposed walkways, stairways, and curb ramps
"Proposed landscape features

Reference to 608-03 NYSDOT Standard Sheets for driveway
profile, or elevation view of driveway

-~ Reference to 608-03 NYSDOT Standard Sheets for driveway
typical section, or site-specific typical section

X 1
T

X TN
B R

D. Existing and proposed drainage features (as appticable):
Refer to Highway Design Manual (HDM) Section 5A.4.5 - Drainage

Proided _ Not Comment:
Prasent/
Proposed

™ I~ Driveway culverts (include size, type, grade, location of end
section, and direction of flow)

I ™ Highway drainage structures
. I™ Grade and pipe invert elevations
- Direction of surface water flow on applicant's property
r ™ Contours (if there is any proposed modification of paved areas)

E. Distance from each existing and proposed driveway on the site to:
Refer to Highway Design Manual (HDM) Section 5A.4.1- Spacing and Figure 5A-3

Included Not
Prosent

I Comment:
r ™ The nearest side road in each direction, if within 1000 ft. {300 m) i

l

l

}

X ™ Nearest driveway on adjacent properties, if within 500 ft. (150 m)
x [~ Streets, roads or driveways opposite the subject property
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F. Traffic Signal Plan(s), if required, must show:
Traffic signal plans must be on a separate sheet or sheets. Refer to NYSDOT 680 Standard Sheets.

Not P t
nctaded Comment:

X ™ Existing features, such as drainage and overhead or
underground utilities, which may conflict with the proposed
signal

% ™ Poles, power supply, pull boxes, conduit, controller, head
layout (including face numbering), detection, output from a
span wire analysis

Right-of-way lines

Signs (include sign text)

Pavement markings and turn lanes
Buildings and driveways

Sidewalks, curb ramps and crosswalks, pedestrian
pushbuttons, countdown timers

XXX XX
LI T e

fX [ Tables of operations, clearances, switch packs, input wiring,
and loop wiring

X ™ Phasing diagram

73 ™ Estimate of quantities

Traffic Signal Permit Information

ACKNOWLEDGMENT: | HEREBY REQUEST A HIGHWAY WORK PERMIT, AND DO ACKNOWLEDGE AND AGREE TO THE
RESPONSIBILITIES OF PERMITTEE AND OTHER OBLIGATIONS SET FORTH IN THIS PERMIT AND WARRANT COMPLIANCE
THEREWITH.

APPLICANT SIGNATURE DATE

PRINTED APPLICANT NAME

@ STOP HERE for a Design Review Stage Submission

Print this application/checklist, sign above and submit along with plans to the Regional Pemmit Coordinator. Save this
document on your computer to update for future stage submissions.
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After satisfactorily addressing all comments received in the Design Review Stage, finalize your application by
submitting this application/checklist along with final sealed plans. Please be sure to include all elements listed in
this checklist and outlined in the Plan Requirements.

3.1 Professional Engineer (PE) Sealed Plans

All Final Submission Plans must be sealed and signed by a New York State Licensed Professional Engineer.

3.2 Project Information

A. | Estimated cost of work in the right-of-way: $ Comment:
Submit written estimate.
B. | Anticipated duration of work:

From to

¢. | Will overhead or underground (5 ft.+) operations be involved in the
proposed work?

™. Yes
™ No

3.3 SEQR Determination

Comment:
Date of Final SEQR Determination:

3.4 Joint Applicant(s) If appiicable, list up to 3 additional joint applicants.

Name of Applicant Comment;
Number and Street

City State Zip
Daytime phone

E-mail address

Name of Applicant
Number and Street |
City State Zip
Daytime phone

E-mail address

Name of Applicant

Number and Street

City State Zip
Daytime phone

E-mail address
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3.5 24-Hour Emergency Contact

Comment:
Name

Phone

E-mail address

3.6 Return Address

Permit should be returned to: Comment:

™ Permittee identified in Part 1

™ Other, address below:
Name

Number and Street
City State Zip
Daytime phone

E-mail address

3.7 Insurance

A. [ Check one form of insurance to be provided: Comment:

General Liability Insurance

A completed Certificate of Liability Insurance is required, evidencing required
types and limits of insurance coverage, with the New York State Dept. of
Transportation named as Additional Insurad on the policy.

[ ACORD 25 Certificate of Liability Insurance with ACORD 855
(New York Construction Addendum) attached

Undertaking (Municipalities, Public Utilities, Authorities, Railroads)
™ Undertaking Agreement attached

B. Workers' Compensation Insurance & Disability Benefits Coverage

New York State Workers' Compensation Law requires that ALL permit applican!s provide
proof of Workers' Compensalion Insurance and Disabilily Benefils Coverage on one of
the following forms. i exempt from coverage, the applfcant must provide Form CE-200
Proof of Exernption, which can be obtained on the Workers’ Compensalion Board

websile: NYS Workars’ Compensation Board Insurance Exemption Form
Certificate of Workers' Compensation Insurance
Form C-105.2 |
Form U-26.3
Form Si-12
Form CE-200 Exemption

Certificate of Disability Benefits Coverage
Form DB-120.1
Form DB-155
Form GE-200 Exemption

For further information on Insurance Requirements for Highway Work
| Permits, go to: www. dot.ny. gov/permits-insurance

COMMERCIAL ACCESS HIGHWAY WORK PERMIT APPLICATION and CHECKLIST (PERM 33-COM)




3.8 Performance Security

A. | Check one type of perfarmance security: Comment:
™ Guarantee Deposit AMOUNT $

[T Performance Bond AMOUNT $
PERM 44 Surety Bond - Performance is attached

7 Letter of Credit

B. j Guarantee Deposit Check or Bond Number:

C. | Return deposit/bond to:
| I Permittee identified in Part 1

[T Other, address below:
Name

i Number and Street
City State Zip
Daytime phone

[ E-malil address

3.9 Inspection/Supervision Payment Agreement & Consultant Agreement

An Inspection/Supervision Payment Agreement (PERM 50) is Comment:
required and is attached

A Consuiltant Agreement (PERM 36) is required and is attached

A Special Conditions for Commercial-Major Non-Utility Highway
Work Permit (PERM 55a) is required for work in the highway R.O.W.

equal to or exceeding $250,000, and is attached.

3.10 Permit Fee

A. | The permit fee is payable by check, paid to the order of "NYSDOT" Comment:
[ Select Operational Type and Fee amount:
Select One
B. A check for the permit fee is attached.
Check No:

COMMERCIAL ACCESS HIGHWAY WORK PERMIT APPLICATION and CHECKLIST (PERM 33-COM) 18



NOTE: PERMIT IS ISSUED CONTINGENT UPON ALL LOCAL REQUIREMENTS BEING SATISFIED.

ACKNOWLEDGMENT: | HEREBY REQUEST A HIGHWAY WORK PERMIT, AND DO ACKNOWLEDGE AND AGREE TO THE
RESPONSIBILITIES OF PERMITTEE AND OTHER OBLIGATIONS SET FORTH IN THIS PERMIT AND WARRANT COMPLIANCE
THEREWITH.

Appilicant signature Date

Printed applicant name

Additional applicant signature Date

Printed additional applicant name

Additional applicant signature Date

Printed additional applicant name

Additional applicant signature Date

Printed additional applicant name

TO BE COMPLETED BY NYSDOT ISSUING OFFICE:

Approval recommended by Resident Engineer:

Residency Number: Date:

Approval recommended by Regional Traffic Engineer:

Region Number: Date:

COMMERCIAL ACCESS HIGHWAY WORK PERMIT APPLICATION and CHECKLIST (PERM 33-COM) 19
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NYSDOT NOTES:

A. BEFORE eousmucnnu. 'm: CONTRACTOR SHALL COORDINATE WITH STATE Q. APPROVED ITEMS CAN BE VERIIED AT WWW.DOT.NY.GOV/PIC. STANDARD LEGEND
PERMIT ENCINEER RE 0 APPROPRIATE LOCATION FOR SNOW STAKES SHEETS ARE AVME AT: STANOARD SHEETS (US CUSTOMARY) (NY.COV).
SUEEVES. FOR MORE INFD, PLEASE GO TO WWW.OOT.NY.GOV/PERMITS
a WATER VALVE
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DAMACE OCCURS TO CONCRETE PANEL, THE CONTRAGTOR WL G€ temy | Oescription
RESPONSIELE TO REPLACE THE WHOLE PANEL. 304.1011992 ve Warm Mix Subbase Course. 6" thick
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